Condizioni per l’applicazione del metodo del tasso di perdita medio:
(a) sorted waste the fractions of which undergo a series of preliminary treatment operations in several facilities whereby those fractions are separated or mixed with other types of waste, with waste from other sources or with waste from other countries before reaching the calculation point; or
(b) sorted waste that is shipped to another Member State or waste that is exported outside the European Union provided that the Member State collecting the data cannot obtain with reasonable effort information on the amount of waste at the calculation point or considers that the information provided by operators overestimates the amounts of recycled waste. 
Regole da applicare per il calcolo del tasso di perdita medio: 

1. The amount of recycled waste that originates from sorted waste resulting from a specific sorting operation in a given facility by applying an average loss rate shall be calculated by using the formulas laid down in Annex II. 
2. Common waste treatment practice shall be any normal practice of waste treatment used to further process sorted waste before the calculation point that ensures high quality recycling of the sorted waste. 
3. When calculating average losses Member States shall use as a basis sorted waste with specifically defined characteristics that are representative of the sorted waste to which average loss rates are applied, and relate in particular to its type and composition, including the presence of non-targeted materials. 
4. The amount of recycled waste shall be adjusted by taking account of the difference between the amount of non-targeted materials used as a basis to calculate the average losses and the amount of those non-targeted materials actually present in the sorted waste resulting from sorting operations carried out by a given facility. 
5. Where the composition of sorted waste in a given facility differs significantly from the composition of the sorted waste used as a basis to calculate the average loss rate, the average loss rate shall be recalculated.   
6. Where specifications for sorted waste are used to determine the amount of non-targeted materials actually present in the sorted waste resulting from sorting operations carried out by a given facility, and where such specifications set a maximum amount of non-targeted materials in the sorted waste, this maximum amount shall be taken into account for the adjustment referred to in paragraph 4 unless the facility provides specific evidence that the sorted waste contains lower amounts of non-targeted materials. 

7. Where sorted waste contains multiple component materials, the calculation of the average loss rate for that sorted waste shall take account of the calculation points for each targeted component material. Component materials that are not recycled shall be included in the calculation of the average loss. Member States may derogate from this requirement where a given component material constitutes an insignificant part of the sorted waste, and in no case: more than 5 % of the total mass of the sorted waste, and 
(c) more than 5% of the mass of the fraction of sorted waste resulting from further sorting operations preceding the calculation point for the targeted component material. 
8. Where municipal or packaging waste originating from a given Member State is mixed with waste from other sources or from other countries before it enters the sorting operation following which an average loss rate is applied, the amount and, where relevant, the fraction of sorted municipal or packaging waste to which the average loss rate is applied shall be determined by taking into account the proportion, the composition and the presence of non-targeted materials in the municipal or packaging waste originating from a given Member State that enters the sorting operation. 
By way of derogation from the first subparagraph, where municipal or packaging waste originating from a given Member State entering the sorting operation represents more than 90% of the input to that operation, only the proportion of that waste in the input may be taken into account for the calculation of the amount of sorted waste to which an average loss rate is applied.
